ZASTOSOWANIE

Bramki rozsuwane szybkiej przepustowosci
BR-PNG przeznaczone sa do kontroli ruchu osobowego
w miejscach strzezonych do zastosowan
wewnetrznych. Bramki typu BR5-PNG znajduja
zastosowanie w takich obiektach jak banki, biurowce
oraz tam gdzie wymagana jest szybka przepustowos¢
osobowa.

OPIS DZIALANIA

Bramka rozsuwana serii BR5-PNG sktada sie z
mechanizméw, tafli szklanych, sterownika
elektronicznego i obudowy. Podstawg uruchomienia
mechanizmu odblokowujacego jest otrzymanie impulsu
sterujacego z urzadzenia zewnetrznego, co jest
potwierdzane zapalaniem sie¢ zielonej strzatki na
piktogramie. Po otrzymaniu impulsu sygnat procesora
wysterowuje zwolnienie blokady i powoduje rozsuniecie
tafli szklanych w celu umozliwienia przejscia

DANE TECHNICZNE

- napiecie zasilania: 230V/50-60Hz

- moc silnika: 0,12kW
- maksymalny pobér mocy: 250W
- minimalny pobor: 120W
- czas otwarcia: 0,3 sek
- czas zamkniecia: 0,5do 1 sek

- warunki pracy: od 0do +50°C

BRAMKI ROZSUWANE SERIA BR5-PNG

SPEED GATES TYPE BR5-PNG

APPLICATION

Speed gates type BR5-PNG are designated
for personal control systems in supervised areas indoors.
This unique patented pedestrian access portal installed in
conjunction with any access control system provides a
maximum degree of entrance security. Designed to provide
optimum pedestrian throughput, in an elegant,
sophisticated and discreet manner, which is essential for
today’s corporate environment.

DESCRIPTION

The design BR5-PNG includes a highly rigid
self-supporting frame; integrating the electromechanical
assembly, which utilizes and advanced system of AC-
motors with frequency drives, for each of the retractable
security panels. Sensors include: actuation, blocking,
tracking, and safety sensors. All of which are
synchronized through the use of a Programmable Logic
Controller. Models PNG relies on enhanced
programming logic and analysis to maximize the Anti-
tailgating effectiveness of the additional blocking and
tracking sensors located at the entrance (UN-secured)
side of the portal.

TECHNICAL DATA

-power supply: 230V/50-60Hz
-geared motor 0,12 kW
-max. power consumption: 250 W
-min. power consumption : 120 W
-opening time 0,3 sec.
-closing time 0,5 -1 sec.

-Operating temperature from 0 to +50°C



